Task Force on Traffic Capacity
Across the Chesapeake Bay

Long Span Bridge Considerations
ﬁ

Ex!stlng Zone 1 Zone 2 Zone 3 Zone 4
Bridges
CSIMDEEIE 4 miles | 7-9 miles | 4 miles 10-12 6-7 miles
Length miles
Channel | 5o0 ¢ | 600ft | 1,500 ft | >10,000 ft | >10,000 ft
Width
Main Span 3,000- 3,000-
Length 1,600 ft 1,200 ft 2,000 ft 4.000 ft 4.000 ft
S 60 ft 35 ft 60 ft 110 ft 110 ft
Depth
.
Task Force on Traffic Capacity Across the Chesapeake Bay
Briefing Book Page 2-62




	Mtg_2005-06-23_Sec1.pdf
	Table of Contents
	 
	Section 2: Bridge, Traffic, and Highway Issues 
	 
	Section 3: Environment 
	Section 4: Growth and Development 
	 
	Section 5: Task Force Findings and Conclusions 

	Jeffrey E. Frank biography.pdf
	Jeffrey E. Frank, Ph.D. 

	Meeting #1 Summary.pdf
	Introduction 
	Agenda for Meeting #1 
	1. Welcome and Opening Remarks (Secretary Flanagan) 
	2. Task Force Introductions and Meeting Process (Senator Lowell Stoltzfus) 
	3. The Bay Bridge: Yesterday, Today, and Tomorrow (Executive Secretary Trent Kittleman) 
	4. Approach to Presentation of Issues (Mr. Dennis Simpson) 
	5. Preview of Meeting #2 (Mr. Jim Lighthizer) 
	6. Closing and Questions (Senator Lowell Stoltzfus) 





